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For Reference

 1.Input Current (by Load Current)  ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 2.Efficiency (by Load Current) ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 3.Line Regulation  ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 4.Load Regulation  ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 5.Ripple-Noise ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 6.Dynamic Load Response  ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 7.Rise and Fall Time ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 8.Overcurrent Protection ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

 9.Ambient Temperature Drift  ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

10.Minimum Input Voltage for Regulated Output Voltage ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

11.Figure of Testing Circuitry  ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･ ･

                              (Final Page  9)
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For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -

Load Current [A]

Note: Slanted line shows the range of the rated

         load current.

1 BC-12260

-- - - - 

-- - - - 

-- - - - 

-- - - - 

6.0 1.837 1.368 0.916

6.6 2.030 1.507 1.009

3.6 1.098 0.825 0.553

4.8 1.460 1.096 0.734

1.2 0.379 0.290 0.202

2.4 0.738 0.553 0.376

[A] 18[V] 24[V] 36[V]

In
p
u
t 
C

u
rr

e
n
t 
[A

]

Current Input Volt. Input Volt. Input Volt.

0.0 0.039 0.036 0.033

18V

24V

36V Load Input Current  [A]

MUS302405

Input Current (by Load Current)
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For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -

Load Current [A]

Note: Slanted line shows the range of the rated

         load current.

2 BC-12260

-- - - - 

-- - - - 

-- - - - 

-- - - - 

6.0 92.1 92.5 92.1

6.6 91.8 92.4 92.1

3.6 92.4 92.1 91.3

4.8 92.5 92.5 91.9

1.2 88.2 86.5 82.9

2.4 91.3 91.3 89.5

[A] 18[V] 24[V] 36[V]

E
ff
ic

ie
n
c
y
 [
%

]

Current Input Volt. Input Volt. Input Volt.

0.0 - - - 

18V

24V

36V Load Efficiency  [%]

MUS302405

Efficiency (by Load Current)

60

70

80

90

100

0.0 2.0 4.0 6.0



For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph  2.Values

Load  50%

Load 100%

- -3 BC-12260

-- - - 

Input Voltage  [V]

Note: Slanted line shows the range of the rated

         input voltage.

40 5.078 5.077

-- - - 

30 5.078 5.077

36 5.078 5.077

20 5.078 5.076

24 5.078 5.077

Load  100%

16 5.077 5.076

18 5.077 5.076

Line Regulation

+5V6A

Input Output Voltage

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

Voltage [V]

[V] Load  50%

MUS302405

4.8

4.9

5.0

5.1

5.2

5.3

10 20 30 40



For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

   Temperature          25°C

Item    Testing Circuitry    Figure B

Object

 1.Graph

20[mV/div]

- -

Load 100%

2[μs/div]

4 BC-12260

Note: Slanted line shows the range of the rated

         load current.

Ripple-Noise

+5V6A

Input Voltage 24V

-- -- -- --

Load Current  [A]

-- -- -- --

-- -- -- --

6.6 5.076 5.076 5.077

-- -- -- --

4.8 5.077 5.077 5.077

6.0 5.076 5.077 5.077

2.4 5.078 5.078 5.078

3.6 5.077 5.077 5.078

5.079 5.079

1.2 5.078 5.078 5.078

[A] 18[V] 24[V] 36[V]

36V Load Output Voltage  [V]

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

Current Input Volt. Input Volt. Input Volt.

0.0 5.079

+5V6A

18V

24V

MUS302405

Load Regulation
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For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

Input Volt.

Cycle

- -

Load %(0A) 

999[mV/div]

999[ms/div] 999[ms/div]

5 BC-12260

Load 50%(3A) ←→

Load 100%(6A) 

200[mV/div]

1[ms/div] 1[ms/div]

Load %(0A) ←→

Load Current

Load 0%(0A) ←→

Load 100%(6A) 

200[mV/div]

1[ms/div] 1[ms/div]

+5V6A

24 V

1000 ms

MUS302405

Dynamic Load Response

t1 t2

Response.   t1=t2=50μs. Typ



For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.

Load  50%

 Output

 Volt.

[1V/div]

Load 100%

 Output

 Volt.

[1V/div]

 Input

 Volt.

[10V/div]

Time [10ms/div] Time [2ms/div]

 2.Values

Load

- -6 BC-12260

100 % 1.6 2.9 4.5 0.1 0.2

50 % 1.3 1.8 3.1 0.1 0.4

Time Td Tr Ts Th Tf

+5V6A

24 V

0

0

[ms]

MUS302405

Rise and Fall Time

90%

10%

Td Tr Th Tf

Ts

Output
Volt.

Input
Volt.

0V

0V

90%

0V

Td Tr Th Tf

Ts

Output
Volt.

Input
Volt.

0V

10%



For Reference

Model

   Temperature          25°C

Item    Testing Circuitry    Figure A

Object

 1.Graph Input Volt.  2.Values

Input Volt.

Input Volt.

- -7 BC-12260

Note: Slanted line shows the range of the rated

         load current.
0.00 - - -

Overcurrent protection is Hiccup mode.

1.00 - - -

Load Current  [A] 0.50 - - -

2.00 - - -

1.50 - - -

3.00 - - -

2.50 - - -

4.00 - - -

3.50 - - -

4.75 - - -

4.50 - - -

[V] 18[V] 24[V] 36[V]

5.00 8.71 9.11 8.64

18V

24V

36V Output Load Current  [A]

O
u
tp

u
t 
V

o
lt
a
g
e
 [
V

]

Voltage Input Volt. Input Volt. Input Volt.

MUS302405

Overcurrent Protection

+5V6A
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For Reference

Model

Item    Testing Circuitry    Figure A

Object

 1.Values Load  100%

Item   for Regulated Output Voltage    Testing Circuitry    Figure A

Object

 1.Values

 1.Values

- -8 BC-12260

-- -- --

-- -- --

Ambient Temperature[℃]
Operating Point [V]

-- --

-- -- --

25 13.7 13.7

85 13.7 13.8

Ambient Temperature[℃]
Input　Voltage　　　[V]

Load  50% Load  100%

-40 13.6 13.7

85 5.078 5.078 5.078

Minimum Input Voltage 

+5V6A

-40 5.043 5.044 5.045

25 5.076 5.077 5.077

+5V6A

Ambient Temperature[℃]
Output Voltage  [V]

Input Volt.　18V Input Volt.　24V Input Volt.　36V

MUS302405

Ambient Temperature Drift



For Reference

- -9 BC-12260

Figure A

Figure B

DC Power
Supply

Temperature Chamber

Power Supply Electronic
DC Load

DVM

Power Meter
Oscilloscope

Relay Unit

Electronic
Switch

Data Acquisition/Control Unit

Power
Supply

Input pin Output pin

+Vin

-Vin

+Vout

-Vout

Measuring board

C1
Electric
DC Load

Coaxial cable
(1.5m,50Ω)

C

R

Oscilloscope
(BW:100MHz)

R=50Ω
C=0.01μF

C1=1μF(Ceramic Capacitor) 

25mm


